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EFFECTS OF ELEVATOR NOSE SHAPE, GAP, BALANCE, AND TABS ON THE
AERODYNAMIC CHARACTERISTICS OF A HORIZONTAL TAIL SURFACE

By Harry J. GoErr and J. P. REEDER

SUMMARY

Resulis are presented showing the effects of gap, elevator
nose shape, balance, cut-out, and tabs on the aerodynamic
characteristics of a horizontal tail surface tested in the
N. A. C. A. full-scale tunnel.

The presence of a gap caused an 18 percent reduction in
the rariation of normal force with elevafor deflection but
the size of the gap (between 0.006¢ and 0.010¢) was an
unimportant factor. At small elevator deflections, the
effectiveness of aerodynamic balance of the elevator in
reducing hinge moments was much lower with the tapered
nose than with the blunt nose. The tapered nose, howerer,
maintained its effectiveness to much greater deflections and
garve a greater mazimum normal-force increment than did
the blunt nose. TVith the blunt nose, the hinge moments
were reduced 30 and 40 percent with 10- and 20-percent
balances, respectively. This reduction is fairly uniform
up fo the stall of the elepator. The decrease in normal
force and hinge moment caused by a cut-out was propor-
tronal to the area remorved. The variation in fab effective-
ness with a change in tab span was found to be approxi-
mately proportional to the area-moment of the tab about
the elevator hinge line. A comparison of the various exper-
imental aerodynamiec characieristics with those computed
from Glauert’s thin-airfoil theory for hinged flaps is also
given.

INTRODUCTION

The teil-surface investigation being carried on in the
N. A. C. A. full-scale wind tunnel includes the deter-
mination of isolated tail-surface characteristics and
the variation in these characteristics caused by wing,
fuselage, and slipstream interference. The subject
report deals with certain factors influencing the char-
acteristics of the isolated tail surface.

Examination of existing data shows a lack of informa-
tion in regard to the effect of elevator nose shape and
gap upon tail-surface characteristics, particularly with
reference to aerodynamic balance of the elevator.
Data are also lacking concerning the effects of elevator
cut-out and of trailing-edge tabs on large-chord flaps.
The importance of some of these variables is indicated
in references 1 and 2. The tests reported herein were
therefore carried out to determine the effects of these

factors on a tail surface of representative design. In
the analysis, the differences between the experimental
results and those obtained from the thin-airfoil theory
have been indicated so that the conclusions may be
readily generalized.

SYMBOLS

The symbols used in the report are defined as follows:
A, aspect ratio.
R, Reynolds Number.
Cyx, normal-force coefficient (C. cos a+Cp sin a).
Cp, chord-force coefficient (€ eos a—C} sin «).
H,, elevator hinge moment.

Ch,, elevator hinge-moment coefficient . f;’;b .
¢ Ve
AC,,, change in (), with §..
a, angle of attack of the tail, deg.
8, elevator angle (downward deflection positive).
84, tab angle (downward deflection positive).
S, area.
b, span.
¢, ehord.
¢, average chord.
E, mean square of elevator chords.

@y, slope of section lift or normal-force curve
(per deg.).
ay, slope of lift or normal-force curve, elevator
fixed (per deg.).
Subscripts:
¢, elevator.
b, balance.
£, tab.
Symbols with no subseripts refer to the entire horizontal

tail surface.
APPARATUS

The tests were conducted in the full-scale wind tunnel
described in reference 3. The tail surface is shown
mounted in the tunnel jet in figure 1.

The dimensions of the tail surface are given in figure
2. The taper ratio was 2:1 and the locus of the 0.55¢
stations (the hinge line) was perpendicular to the line
of symmetry. The S,/S ratio was 0.41 and the aspect
ratio was 4.7. The cut-out area was equal to 3 percent
of the tail area.
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Removable elevator-nose and stabilizer-tail blocks
(see fig. 3) were provided so that the elevator balance,
the nose shape, and the gap could be varied. Provision
was made for minimum, 10-percent, and 20-percent

FigURE 1.~Tall surface mounted in the full-scale tunnel

balances with the balance distributed along the span of
the elevator in proportion to the local chord. With the
minumum-balance nose, 4 percent of the elevator area
projected forward of the hinge line but, since this over-

hang was less than the section thickness at the hinge |

&7.47
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Provision was made on all the arrangements for %,
inch and %.-inch gaps, equal to 0.005¢ and 0.01Q%.
Zero gap was obtained for the minimum balance by
sealing the gap.

The trailing-edge tab, equal to 18 percent of the
elevator ares, was divided into inboard, middle, and

-outhoard sections of approximately equal arcas that

could be individually deflected.

The device for the measurement of the elevator hinge
moment was housed in the center section of the tail and
consisted of a calibrated torsion rod to which the hinge
moment was transmitted. The deflection of this rod
caused the rotation of a self-synchronous motor in the
tail, which in turn controlled a similar motor in the
scale house where the deflection was measured.

TESTS

Preliminary tests were made to determine the tare,
the blocking, and the tunnel corrections according to
the procedure outlined in reference 4.

Lift, drag, and hinge moments were measured on the
following tail arrangements for elevator deflections _
from 0° to 30° and for angles of attack from —12°
to 20°.

(1) Minimum balance, zero gap (no hinge moments
measured).

(2Y Minimum balance, 0.005% and 0.010¢ gaps.

(3) Minimum balance, 0.005¢ gap, cut-out covored.

Locua of 55¢ point and sfevator
hinge line )

' #0-percait bolahc
" —10-percent baj
Minimum balande

1.
22/ ————

ot

5%

18.1°

Section A-A

FIoURE 2.—Horizontal tall surface. Totel ares, 27 8q. ft.; stabilizer area, 15.9 5q. ft.; elavator area, 11.18q. ft.; taper ratlo, 2:1; aspect ratlo, 4.7; airfoil section, N. A. O. A, 0009.

line, this arrangement was used for comparison with
zero-balance results computed from thin-airfoil theory.
The blunt and the tapered nose shapes are shown in
figure 3. The blunt nose was formed by making the
leading-edge radius equal to one-half the section thick-
ness. Only one nose shape was provided for the mini-
mum balance; it has been used for comparison with both
the blunt and the tapered noses of the 10- angd the 20-
percent, balances.

(4) Minimum balance, 0.005¢ gap, tab deflections

-from 0° to —30°, with:

(a) Full-span tabs.
(b) Inboard and middle tabs.
(¢) Inboard tabs.
(d) Middle tabs.
(e} Outboard tabs. _
(5) 10-percent balance, tapered nose, 0.005¢ and
0.010¢ gaps.
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(6) 10-percent balance, blunt nose, 0.005¢ and 0.010¢
gaps.

(7) 20-percent balance, tapered nose, 0.005z and
0.010¢ gaps.

(8) 20-percent balance, blunt nose, 0.005¢ and 0.010¢
gaps.

All the foregoing tests were conducted at a tunnel
air speed of 65 miles per hour corresponding fo a
Reynolds Number of 1,460,000 based on the average
chord. Further tests between speeds of 25 and 80 miles
per hour were made to determine the scale effect on
elevator hinge moments.

RESULTS AND DISCUSSION
NORMAL-FORCE CHARACTERISTICS

The variation of normel-force coefficient and chord-
force coefficient with angle of attack for various ar-
rangements of elevator balance, nose shape, and gap
and for elevator deflections from 0° to 30° is given in
figures 4 t0 9. The C, curves for the 0.010¢ gap ar-
rangements are omitted because they are the same as
those for the 0.005¢ gap except in the region of the
stall.

The slope of the normal-force coefficient, dCy/da,
for an N. A. C. A. 0009 airfoil of 4.7 aspect ratio and
2:1 taper, as computed from the aspect-ratio correction
formula (see the appendix), is 0.069. This value is to
be compared with the experimental slope of 0.063
obtained for the zero-gap condition (fig. 4), which was
reduced to 0.060 when a gap was introduced (fig. 5).
It will be noted that, for elevator deflections up to 10°,
the deflections, the nose shape, and the gap size had a
negligible effect on the slope, causing not more than a
+0.002 variation from the average value of 0.060; at a
5, of 20°, the average slope decreased to about 0.056.
Tests with the elevator cut-out covered showed no
change in slope when the coefficients were based on the
increased area.

The effect of the gap appears on the Cy curves mainly
as a shift in the angle of zero lift for elevator deflections
other than zero. This shift causes a decrease in the
dCy/ds, slope for the arrangements with gap, which
will be noted in figure 10 (a). The zero-gap arrange-
ment has & slope of 0.043 (up to 3, of 15°), which is
decreased to approximately 0.032 when a gap is intro-
duced. These slopes are, respectively, 93 percent and
75 percent of the corresponding slopes computed from
thin-airfoil theory. (See equation (1), appendix.)
The difference in slope bstween the 0.005¢ and the
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0.010¢ arrangements is small at angles below the stall.
For some nose shapes, the larger gap causes an earlier
stall. (See 8,=20° and 30°, fig. 8.)

The addition of aerodynamic balance incresses the
dCy/ds, slope (figs. 10 (b) and (c¢)). The tapered nose
gives a slightly lower slope at small elevator deflections
than do the blunt noses, probably because of the more
marked shielding effect of the stabilizer. The tapered

Hinge line
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FicurE 3.—Elevator-nose and stabilizer-tail blocks of the horiznntal-tail surface.
Nose ordinates glven In fractions of local chord.

nose, however, permits the maintenance of elevator
effectiveness to much larger deflections and gives a
greater maximum increment of normal-force coeffi-
cient. For instance, the 20-percent-balance blunt nose
gives & meximum increment of only 0.75, as compared
with a value of 1.05 obtainable with the tapered nose
of equal balance.
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The results shown in figure 10 are for an angle of
attack of zero, but they are characteristic of the
results obtained within an angle-of-attack range of
=-8°,
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FiguRE 11.—Varlation of Oy with @.  Elevator fres; 0.0052 gap.
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The elevator-free lift-curve slopes for all the tail
arrangements with the 0.005¢ gap are shown in figure
11.  The experimental slope for the minimum balance
is 0.037; the slope computed from thin-sirfoil theory is
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0.035. (See equation (2) in appendix.) An investi-
gation of a number of other unbalanced tails, for which
data are given in reference 2, shows that this close
correspondence between the experimental and the

~ 4, deg.
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computed slopes is not general. Experimental slopes
computed from the results in reference 2 varied from
15 percent to 40 percent in excess of the computed
slope.



EFFECTS OF ELEVATOR AND TABS
HINGE-MOMENT CHARACTERISTICS

The variation of hinge-moment coefficient with angle
of attack for the various tail arrangements is shown in
figure 12. These curves are applicable to both the
0.005¢ and the 0.010% gap arrangements because the
size of these gaps caused negligible variations. The
dCy /da slope computed from thin-airfoil theory is
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—0.0073, which compares with an average experi-
mental value of —0.0045. There appears to be no sys-
tematic variation of slope with nose shape, balance, or
elevator deflection, these factors causing a spread of no
more than -4-0.0005 from the average value.

A cross plot of elevator hinge-moment coefficient
against elevator deflection is given in figure 13 for each
of the balance and nose-shape arrangements. These
curves are for an angle of attack of 0° but are charac-

teristic of the values obtained over a range of angles
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from 4-8°. It will be noted that dC} /d5. varies from
0.55 to 0.75 of the value computed from thin-airfoil
theory for an unbalanced elevator. The effect of the
cut-oub on this slope is proportional to the area re-
moved; the scale effect between speeds of 25 and 80
miles per hour (Reynolds Number equel to 560,000 to
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FIGUuRE 16.—Variatlon of C'n‘ with e« for various deflections of the full-span tab.

1,800,000 based on the average chord) was found to be
negligible.

A criterion of balance effectiveness is the reduction
produced in Gy, for a given Cy. Figure 14 shows this
characteristic. A uniform reduction in Cy, up to the
point at which the elevator stalls is obtained with the
blunt-nose balances; the balancing effect of the tapered
noses, however, varies markedly with elevator deflec-
tion but remains effective to much higher values of Cy
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than for the blunt noses. ‘Table I summarizes the 04— T
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TABLE I

REDUCTION IN Ci, PRODUCED BY VARIOUS BALANCE
AND NOSE-SHAPE ARRANGEMENTS; 0.005¢ GAP

P
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FIGURE 20.—Veriation of stick-force eriterion, Ca 8¢ with Cx for various tab arrange-
ments. a=0°.

Another criterion of balance effectiveness is the varia-
tion of C3 3, with Cy. This criterion takes into account
the possible reduction in Oy for a given elevator deflec-
tion that may be caused by the balancing device
(necessitating a change in the mechanical advantage of
the control system). The development of this criterion

is given in detail in reference 5. Figure 15 shows a
comparison on this basis of the various arrangements.

It should be noted that all the hinge-moment results
presented herein are for either 0.005¢ or 0.010¢ gap.
Further tests appear desirable to obtain comparative
results for arrangements with the gap sealed.

4
15
— \N\
SESSSAN
5 AN \‘\\\
S NN
9 \\ N
v, \\ s
& WA
N
. N
\\\\ N
-10 NISISEEL
. \\ 0?\\__
T
T
81
-£0
6 <~
7 . —— \\
<
2 N
— \\ \\ a°
B B ~N o1
c. o e N
N ] \\ \\41'
-2 \\ \\ a°
<~ ]
N
| \\\(_4.
-4
N T
-
\ T
-6 ~"8
75 =0 5 o ; 70 75
& , deg.

FicURE 21.—Variation of & and Cx with §,. inimum-balance elevator.

TAB CHARACTERISTICS

The variation in elevator hinge-moment coefficient
with angle of attack for various full-span tab and ele-
vator deflections is shown in figure 16. These results
are for minimum balance. There is a wide variation in
tab effectiveness with &, the effectiveness being
greatest at small elevator deflections. Figure 17,
which is a cross plot of AC,, against 8, (for a=0°),
shows that the tab effectiveness (for 8,=0°) decreases
with §; to about 50 percent of the computed value at
8,=—380°. For elevator deflections of 10° and 20°,
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a larger variation from the computed values is ohserved '
and the effectiveness decreases still further at positive
angles of attack. - (See fig. 18.) _

The relative effectiveness of partial-span tabs com-
pared with full-spen tabs is shown in figure 18. The
change in hinge moment produced by a given tab
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FIGURE 22.—Varizllon of §: and Cy with & 20-percent-balance; bluné-nese elevator.

deflection is approximately proportional to the area-
moment of the tabs about the hinge line. Partial-
span tab characteristics may thus be deduced by
assuming the variation in AC,, for a given tah deflection
to be proportional to.the ratio of the area-moment of,
the partial-span tab to that of the fullspan tab. In
this menner, partial-span tab characteristics similar
to those given for the full-span tabs in figure 16 can be
obtained.
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Figure 19 shows the balancing effect of full-span,
inboard and middle, and inboard tabs for various
5,/8, ratios. If the tendency of tabs to overbalance at
small elevator deflections is overcome (for example,
by delaying the tab deflection until the clevator has
been slightly deflected), the tab becomes a very effective
balancing device. It also appears that still more desir-
able balancing characteristics ¢can be obtained by the

| use of balance tabs in combination with a tapered-nose

aerodynamic halance, which remains effective at large
elevator deflections where the tab effectiveness falls off.
Figure 20 shows the variation of the stick-force
criterion G, 5, with Cy for various tab arrangements.
The rapid decrease in tab effectiveness at the largor
tab and elevator deflections limits the use of tabs as.
a servocontrol device. This effect is shown in figure
21, which indicates the variation in elevator deflection
3. and normal-force coefficient Cy with teb deflection

5,. On an unbalanced elevator, the maximum change
in 8, of +12° (measured from the free-floating position
with &, equal to 0°) is obtainable with the full-span
tab and corresponds to a ACy of £0.30. These
characteristics can be considerably improved, as shown
in figure 22, if tabs are used on an elevator with aoro-
dynamic balance. With the 20-percent blunt-nose
balance, & 8, of about +17° and & ACy of £0.50 are

obtained.
CONCLUSIONS

1. The experimental variation of normal force with
angle of attack (dCy/da) for the various tail arrange-
ments was from 10 to 15 percent less than that com-
puted from the aspect-ratio correction formula. _

2. The presence of a gap caused a marked decrease
in the value of the variation of normal force with ele-~.
vator deflection {(dOx/ds,) but the size of the gap was
unimportant (between 0.005¢ and 0.010¢) . at angles
below the stall. With some nose shapes, however, the
larger gap caused an earlier stall. o

3. The effect of aerodynamic balance varied greatly
with nose shape. Tapered mnoses produced littlo
balance at small elevator deflections but maintained
the elevator effectiveness at much larger elovator
deflections than did the blunt noses. o

4. The decrease in normal force and hinge moment
caused by the cuf-out. was proportional to the ares
removed.

5. The effectiveness of the tabs with change in span
was approximately proportional to their area-moments
about the elevator hinge line.

LANGLEY MEMORIAL AERONAUTICAL LABORATORY,
NatioNaL Apvisory COMMITTEE FOR AERONAUTICS, |
LaneLey Fiewp, Va., April 27, 1989.



APPENDIX

The computation of the characteristics of the tail
surface, based on the thin-airfoil theory developed in
reference 6, is used throughout the report as a basis for
comparison. An outline of the computation follows.

The main characteristics of a flapped girfoil may be
computed from the equations:

Cr= a1+ Nbe4- NS0

Cre=—1uCr— 18,015,

where A;, Az %, oy, and #; are constants dependent
upon the flap-chord ratios E, and A;; their values have
been determined by the thin-airfoil theory (reference
6). The lift-curve slope a, is dependent upon aspect
ratio and plan form.

The tail surface tested was designed so that the area
ratios of the elevator and the tab corresponded approxi-
mately to their chord ratios over the span. The perti-
nent data and the necessary constants for the computa-
tion of the lift and the hinge-moment characteristics
about the elevator hinge line are:

For elevator: For tab:
%= 0.41. g =0.08.
R;=—‘D.753. Rz— O 357.
u=0.121,
9|1=0-0078. ﬂu=o-0175.

The characteristics that can be determined (using
the measured value of ¢;=0.060 except as noted) are:

%)a= ?\10:1=0.045 (1)
=0.047 (for a,=0.063)

The elevator-free lift-curve slope is obtained by
setting Cp,=0. Then
é&) ——
da O,,‘_o— 1+a1(2\_@)—-0.035 )

do"«)a =—uaq,=—0.0073 (3)

dCs, — dCL e
ds,) ) ry=—0.0133 @
dO,,
dC,, T ).
c{OL) (T «__(.205 (5)
N
( B )ﬂ_ U Nolly— Dra = —0.020 6)

The slope of the section lift curve for an N. A. C. A.
0009 section is 0.095, as determined from the data
given in reference 4. By means of the aspect-ratio
correction. formula given in reference 7,

_ To
“=f—¢r3a ' )
1+ rA

(where f=1 for the plan form and the shape of the tail
surface tested) a slope of 0.069 is determined for a tail
surface of aspect ratio 4.7 and 2:1 taper.
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